DEAR PARTNERS,
We are proud to oﬀer you our catalog, with a focus on
innovative products that improve your comfort, your safety
and enhance the aesthetics of your home while optimizing
its energy eﬃciency. Imagine all the change you can bring to
your home in just a few hours! Let us inspire you and enjoy
discovering our magniﬁcent products, surrounded by your
family and friends.

OVIDIU TOMOIAGA
CEO Termoexpress Trading SRL

WHO WE ARE?

OUR VISION

TermoExpress is operating in the durable goods industry, manufacturing
doors, windows, and shading systems from Aluminum, uPVC, wood, or
mixed joinery. During our 15 years of experience, we extended our business
throughout the European market, being represented in Romania, France,
Italy, Belgium, and also Ireland.

TermoExpress’s vision is to become the leading choice as a supplier of
joinery and shading systems for construction and architecture companies
in Europe.

Our team of professionals has developed production capabilities to the
most demanding and modern standards, from production to consulting,
delivery, and support services. We have thus built an important
competitive advantage by providing businesses with products of
outstanding quality and durability.

Our mission is to provide quality products and services, acting responsibly
and sustainably.

THNIKING ABOUT WHY CHOOSING US?
We will oﬀer you:
•Custom Products
•Top Quality

Grounded in our values, we continuously strive to expand our
understanding of the impact of our decisions on people, on the
environment, and the long-term viability of our business.
Quality ﬁrst! The quality and durability of our products, as well as the
services we oﬀer and the sustainable partnerships over time with the best in
the ﬁeld, have brought us to a top position in the joinery and construction
industry.
TermoExpress products are built from the best internationally certiﬁed
materials.
TermoExpress’s vision is to become the leading choice as a supplier of
joinery and shading systems for construction and architecture companies
in Europe.
Our mission is to provide quality products and services, acting responsibly
and sustainably.

•Extended Warranty
•Fast delivery
•Factory prices
•Great Customer Service

Oﬀer and execution time

Warranty:

The submission deadline depending on the complexity of the project
takes place in several stages:
- receipt and acceptance of the project by the sales department;
- realization of the carpentry project and the price oﬀer;
- acceptance and signature of the estimate by the beneﬁciary;
- advance payment of at least 50%.

All proﬁles, materials and accessories used by Termo Express in the
manufacture of its carpentry are certiﬁed and tested. In order to obtain the
best products, we invest every year in advanced technology and regularly
train our staﬀ. We pride ourselves on the most durable and highest quality
joinery. We oﬀer a guarantee to our products and support to solve any
irregularity arising from the project or over time.

The turnaround time starts from the moment the quotation is signed
and the advance is paid and lasts until the transport is established.
Standard turnaround time is 20-35 days, and for atypical colors and
sizes 45-60 calendar days.

All of our products come with a standard 60 month warranty. The validity
of the guarantee is conditioned by the installation by the approved
company, any defect resulting from the defective assembly is resolved for
a fee.

Delivery and veriﬁcation of goods:
The organization of the transport and the mode of delivery are agreed,
but before the payment of the balance and the handling and transport
costs. Delivery is made to any accessible address in Europe and is
carried out with our own trucks or those of our approved partners. The
beneﬁciary has the obligation to ensure their safe unloading and to
check in detail the integrity of the carpentry. Any transport defect not
reported in time to Termo Express may result in the loss of the warranty.

Our products are certiﬁed:
Aluminum: CE, CSTB, Qualicoat, Sea-Side, Qualideco, Ewaa-Euras, ISO
9001, DIT, BBA, CWI;
• PVC: CE, CSTB, ISO9001;
• Glazing: CE, CEKAL.

ALUMINUM JOINERY
Aluminum carpentry is the ideal solution for any type of construction, whether it is a classic, modern or avant-garde design. Thanks to its
rigidity, durability and narrow frame, aluminum joinery can be conﬁgured in a wide variety of combinations, integrating perfectly with any
type of architecture you choose.

Despite its low weight, aluminum is one of the most durable building materials and oﬀers maintenance-free use. It is extremely ﬂexible and
can take any shape, giving you unlimited design freedom. And in terms of security, we can boast of being able to equip our aluminum joinery
with the best anti-burglary systems.

Our carpentry is robust, solid and very safe. You can choose from hundreds of colors and ﬁnishes, matte or glossy, anodized or metallic, as
well as scratch-resistant ﬁnishes and even imitation wood. We manufacture aluminum carpentry with and without thermal barrier made of
top quality materials from renowned manufacturers, with international certiﬁcates:

CORTIZO COR 60
WINDOWS AND HINGED DOORS
Proﬁle with thermal break, 3 seals, with a frame thickness of 60 mm and the opening of 68 mm.
Maximum dimensions (tilt-and-turn 1-leaf window): L 1500 x H 2600mm – maximum weight/leaf 120kg.
Fitted as standard with 4-16-4LowE(+Arg) double glazing with a heat transfer coeﬃcient of 1.7 W/m2K.
A heat transfer coeﬃcient of 1.1W/m2K can be obtained depending on the dimensions and type of glazing.
AEV performance – according to European standards.
Exists in variant with integrated cover wing (40 mm) or clip-on (22mm, 35mm, 48mm…85mm).

Finishes:
ź

Bicolouring possible;

ź

Color lacquering (RAL, textured, sandblasted, metallic);

ź

Lacquering your wood;

ź

Anti-bacterial lacquer;

ź

Anodizing;

ź Standard aluminum range: Cor 60 (windows and French doors, service doors).

CORTIZO COR 4200
WINDOWS AND SLIDING DOORS

Proﬁle with thermal break and 3 possible tracks, 2-3-4 and 6 leaves. Stainless steel rails.
Maximum dimensions (window with 2 leaves): L 4400 x H 2600mm – maximum weight/leaf 200kg.
Provided as standard with double glazing 4-16-4LowE (+Arg).
The minimum thermal coeﬃcient is 1.6 W/m2K depending on the type of glazing and the dimensions.
Glazing socket up to: 24mm;
AEV performance – according to European standards.
Possibility of equipping with clip-on cover wings (22mm, 35mm, 48mm…85mm).
Possibility of brick partition with 1 and 2 rails with 1,2, and 4 leaves.

Finishes:
Bicolouring possible;
Color lacquering (RAL, textured, sandblasted, metallic);
Lacquering your wood;
Anti-bacterial lacquer;
Anodizing.

CORTIZO COR 70
ź Proﬁle with thermal break, 3 seals with a thickness of the frame of 70mm and the opening of 78mm.
ź Maximum dimensions (tilt-and-turn 1-leaf window): L 1600 x H 2600mm – maximum weight/leaf 120kg.
ź Fitted as standard with 4-16-4LowE (+Arg) double glazing with a heat transfer coeﬃcient of 1.6 W/m2K.
ź A heat transfer coeﬃcient of 0.9 W/m2K can be obtained depending on the dimensions and type of glazing.
ź Can be equipped with triple glazing, the maximum thickness of the glazing package being 50 mm. AEV performance – according to

European standards.
ź Possibility of integrating accessories and hidden hinges.
ź Possibility of execution with integrated renovation wing (40 mm) or clip-on (22mm,48mm…85mm).

Finishes:
ź

Bicolouring possible;

ź

Color lacquering (RAL, textured, sandblasted, metallic);

ź

Lacquering your wood;

ź

Antibacterial lacquering;

ź

Anodizing.

CORTIZO COR VISION
WINDOWS AND SLIDING DOORS
ź Proﬁle with thermal break - 3 rails possible, 2,3,4 and 6 leaves.
ź Maximum dimensions (window with 2 leaves): L 4400 x H 3000mm – maximum weight/leaf 320kg.
ź Fitted as standard with 6-16-6LowE (+Ar) double glazing, a thermal coeﬃcient of
ź

1.4 W/m2K depending on size and type of glazing.

ź Glazing socket up to: 30mm
ź AEV performance – according to European standards.

Possibilities:
ź Pocketing of 1 and 2 rails with 1,2,3 and 4 leaves;
ź 900 angle sliding;
ź Built-in threshold;
ź Possibility of adding clip-on cover wing: 22mm, 35mm, 48mm…85mm.

Finishes:
ź

Bicolouring possible;

ź

Color lacquering (RAL, textured, sandblasted, metallic);

ź

Lacquering your wood;

ź

Antibacterial lacquering;

ź

Anodizing.

CORTIZO COR 4500
Sliding system with thermal break designed for large openings with cut or
rounded aesthetics.
It exists in two versions:
ź 4500 sliding lift that works on a system in which the sashes are ﬁtted

with a mechanism that raises them when opening and lowers them
when closing. Thus, the closed door rests on lower and upper
longitudinal seals to improve its sealing and sound insulation.
Possibility of opening at an angle of 90o without mullions. In its
monorail version, with ﬁxed frame and leaf, it has the rail hidden in the
ﬁxed part.
ź 4500 sliding in line which allows the design of economical sliding doors

of large dimensions. Possibility of: frame leaf + ﬁxed, 2 leaves, ﬁxed +
leaf + ﬁxed, 2 leaves + 2 ﬁxed and 4 leaves. There is the INSIDE option
designed to allow full opening by completely hiding the leaves inside
the adjacent walls. This gives an open area of 100%. The stainless steel
rail for rolling the leaves allows perfect sliding and real longevity of the
installation. Possibility of straight cut or mitred frame.

CORTIZO COR 4600
LARGE SLIDING WINDOWS
ź New sliding window system with lift that achieves the highest thermal performance of the entire range of sliding doors with thermal

transmission coeﬃcients starting from the minimum values of 1.0W/m2K. It is a robust system, with an ultra-smooth maneuver and a
perfect and light sliding of the leaves despite its large dimensions.
ź Proﬁle with HI thermal break – 3 tracks possible, 2-3-4 and 6 leaves.
ź Maximum dimensions (2-leaf windows): L 6600 x H 3300mm – maximum weight/leaf 400 kg.
ź Equipped as standard with triple glazing of 44mm- 4LowE-16WE-4-16WE 4LowE (+Ar) with the possibility of a maximum of 50 mm

glazing.
ź AEV performance – according to European standards.
ź Possibility of adding clip-on cover wing (22mm, 35mm, 48mm…85mm).

Finishes:
ź

Bicolouring possible;

ź

Color lacquering (RAL, textured, sandblasted, metallic);

ź

Lacquering your wood;

ź

Antibacterial lacquering;

ź

Anodizing.

CORTIZO COR 4900
ź Sliding window and door system with straight aesthetics that incorporates a minimalist central node of only 35 mm of seen section.
ź

It allows to maximize the glazing capacity up to 36mm by increasing the thermal and acoustic performances.

ź Its sashes that can weigh up to 240 kg allow maximum dimensions of 2200 (W) x 2600 (H) mm.
ź

Glazing grip up to: 36 mm

ź

Applications: Sliding with 2, 3, 4 and 6 leaves / 3 tracks possible / Pocket 1, 2 and 3 leaves

ź Sections: Frame 70 mm - 3 Rail 126 mm / Opening 48 mm
ź Proﬁle thickness: Window 1.6 mm
ź Polyamide bar section: Frame 34 mm
ź Maximum dimensions/leaf: Width (W) = 2200 mm / Height (H) = 2600 mm

Finishes:
Bicolouring possible;
Color lacquering (RAL, textured, sandblasted, metallic);
Lacquering your wood;
Antibacterial lacquering;
Anodizing.

CORTIZO COR 80
WINDOWS AND HINGED DOORS
ź With a frame depth of 80mm, this system meets the most severe climatic

requirements by providing a perfect degree of energy performance thanks to
the minimum thermal transmission value of the window (Uw) which can
reach 0.8 W/m2K.
ź Maximum dimensions (1-leaf tilt-and-turn window): L 1600 x H 2600mm –

maximum weight/leaf 160kg.
ź Equipped as standard with triple glazing 4LowE-16WE-4-16WE-4LowE (+Ar)

with a maximum thickness of the glazing package of 64 mm.
ź AEV performance – according to European standards.
ź Possibility of clipping cover wing (22mm, 35mm, 48mm…85mm).

Finishes:
ź

Bicolouring possible;

ź

Color lacquering (RAL, textured, sandblasted, metallic);

ź

Lacquering your wood;

ź

Antibacterial lacquering;

ź

Anodizing.

Schüco is the European leader in the Aluminum and PVC joinery
market. Since its creation in 1951, the brand has continued to
innovate and distinguish itself through the quality of the services
and products it oﬀers.
To date, Schüco is the only system manufacturer to be able to claim
to have obtained CSTB approval for its two veranda roofs: tubular
rafters (CMC 60) and spine rafters (CMC 65), recognition of a
technological advance considerable on the market and a
guarantee of quality for the future owner of the veranda.
The CMC 65 is designed on the model of steel canopies, whose
exterior zinc-look covers clipped onto the rafters, giving a retro
look.
Insulating panels on the roof can be mixed with lighting frames, or
glazed skylights.
Exceptional energy performance:
Designed to meet the requirements of the BBC label, the CMC 65
spine herringbone verandas are characterized by exceptional
thermal insulation and a double performance of airtightness
(reduction of heat loss) and watertightness, even for the most
exposed verandas.

REHAU SYNEGO
REHAU SYNEGO PVC is a proﬁle with 7 chambers in the frame and
6 chambers in the sash which oﬀers unprecedented ﬂ exibility. The
system is available in two versions: with central and impact joints,
with a Uf value ≤ 0.9 W/m²K. The 80mm thickness is ideal for use
with triple glazing.
With a wide range of proﬁles, a large choice of colors and shapes
and versatile mounting options, the system meets the
requirements of the most pretentious customers.
Speciﬁcations:
Thickness: 80 mm / central and impact joint
Number of bedrooms: 7 in the frame, 6 in the opening
Thermal performance: Uf ≤ 0.9 W/m²K
Acoustic insulation: up to Rw = 46 dB
Burglar resistance: up to Rc3
HDF technology for smoother surfaces
Narrow front view with 117 mm
Equipped with Saint-Gobain glazing (Cekal certiﬁed), Maco Multi
Matic hardware, with microventilation, and sekustic handles.
Available in aluminum cover.

ALUPLAST IDEAL 4000®
Windows let light into the home and protect against external inﬂuences.
IDEAL 4000® Aluplast oﬀers you the perfect synthesis of innovative window technology.
For IDEAL 4000, the bonding technique can also be used:
the glued panes guarantee reinforced protection against burglary and remain more stable.
Technical characteristics:
70mm deep
acoustic protection – absolute relaxation
security – for more peace of mind IDEAL 4000®
Uw=1.3 W/m²K best possible variant with triple glazing with Ug0.4 and Psi=0.030 W/mK
glazing thickness up to 41 mm
up to 45 dB sound insulation (sound insulation class 4)
two design forms for the sash (recessed | semi-ﬂush)
diﬀerent contours for an individual design
interior design glazing bead
possibility of hidden or concealed drainage
5-chamber system in standard combination
double sealing system in the frame and in the sash
the use of suitable security ﬁttings guarantees eﬀective protection against burglary

ALUPLAST IDEAL 8000®
Very good insulation coeﬃcients and the safety advantage predestine this system for use in new buildings. For the best protection against
burglary in the window frame.
As the third seal in the window frame, the central all-round strip guarantees better insulation values and also prevents rapid unhinging of the
sash.
Be relieved: with a frame equipped with "safetec inside", you opt for the best safety element.
Live carefree with Aluplast technology.
For IDEAL 8000, the bonding technique can also be used: the bonded panes guarantee reinforced protection against burglary.
Technical characteristics:
Construction depth 85 mm
U f1.0 W/m²K
Uw=0.83 W/m²K with standard triple glazing with Ug=0.6 and Psi=0.040 W/mK
Uw=0.67 W/m²K best possible variant with triple glazing with Ug=0.4 and Psi=0.030 W/mK
Concealed opening | “safetec inside” central seal system
Up to RC3 burglary protection
Up to 48 dB sound insulation (sound insulation class 5)
Glazing up to 51 mm
Available with many decorative ﬁlms
Available with aluskin aluminum covers (wide choice of colors)
Recessed variant, half recessed variant
Proﬁle 6 chambers
Possibility of invisible drainage
Optional bonding inside (bonding technology)

WOOD JOINERY
Wood joinery has been used in the past and is currently used in all types of
construction. The beauty and naturalness of wood gives the house added value
and a pleasant feeling. Thermal and acoustic protection, durability, ﬁnishes and
noble appearance highlight the qualities of this material and make it a superior
product.

The carpentry is made from laminated wood proﬁles that are cut and then
assembled with the greatest care. The diﬀerence is based on the raw material of
the product, namely oak, meranti and softwoods. The oak carpentry oﬀers the
best quality. The raw material ensures the stability and durability of the
windows and better protection against noise and temperature variations. The
wood used is pre-treated with a special impregnation that protects against
mold and other external factors. The subsequent ﬁnishes ensure the protection
of the wood thanks to an elastic and resistant coating on the outside.

MIXT JOINERY

ALU / WOOD: COR-GALICIA PREMIUM
COR-GALICIA PREMIUM SYSTEM

ź Maximum dimensions (tilt-and-turn 1-leaf window):
ź L 1400 x H 2400mm - maximum weight/leaf 100kg.

We oﬀer you a system that perfectly combines the advantages of

ź AEV performance – according to European standards.

aluminum with the nobility and warmth of wood, thus achieving the
highest quality and creating a warm interior environment able to

Finishes:

integrate optimally with the decor of your home. the House. The
system is made up of external aluminum proﬁles joined by 14.6 and
16 mm polyamide strips that form a thermal break zone that
signiﬁcantly improves its thermal insulation, reaching window
thermal transmittance values of 1.1. (W/m²K).
The union of the external aluminum frames and the internal wooden
moldings is carried out in two ways: by means of an independent
ﬁxing with ﬂanges (it allows the substitution of the moldings and the

Aluminum exterior:
Color lacquer
(RAL, textures, metallic);
Lacquering your wood;
Antibacterial lacquering;
Anodizing.

possibility of treatments of wood ﬁnishes diﬀerentiated from the
supplied ones). usual) and by means of an assembly with an EPDM

Interior wood:

gasket. In both cases, this set ensures the perfect absorption of

Oak, sapelli, pine and other options on request (an ecological

diﬀerent expansions of these materials.

varnish is used without solvents, transparent and satin);
Interior opening: French style, tilt and turn, tilt and slide and
bellows.

ALU / PVC: ALUCLIP TROCAL 76MD
Aluminum and PVC united in a perfect technique.
The AluClip program establishes the link between design and functionality. With the new AluClip system all your color wishes for your
windows will be fulﬁlled. The exterior aluminum can be painted in any RAL color. Unique system, having all the European certiﬁcations.
Large-sized elements, windows over the entire height of a level that simulate the curtain wall. Doors up to 2500 mm, including on colored
proﬁles. Glazed elements up to 3500 mm.
Excellent thermal and sound insulation.
Unitary design, coplanarity between frame and opening to the outside.
Approved for ﬂoods and avalanches.
Lead-free, 100% recyclable.
3 seals-media seal which ensures increased thermal and acoustic comfort.
Possibility of 24 and 48 mm glazing.
Standard/non-standard colors for PVC inside.
Exterior color:
RAL painted aluminum on choice.
Saint Gobain glazing (Cekal certi ﬁed), hardware
Maco Multi Mati c, with microventilation, handles
Hoppe Sekusti c anti eﬀ racti on.Le programme AluClip établit le lien entre design et fonctionnalité. Avec le nouveau système AluClip tous vos
désirs de coloris pour vos fenêtres seront exaucés. L’aluminium extérieur peut être teint en n’importe quelle couleur RAL. Système unique,
ayant toutes les certiﬁcations européennes.

ROLLER SHUTTERS

ROLLER SHUTTERS
Roller shutters are considered the most eﬀective solution to protect the interior space against sunlight, oﬀering an optimal solution for sound
and thermal insulation and anti-burglary measures.

ROLLER SHUTTER RENOVATION

ROLLER SHUTTER MONOBLOC

GARAGE DOORS
We provide residential or industrial garage doors of two types: sectional doors and rolling shutter type doors. Possibility of inserting
portholes or pedestrian access doors. Garage doors can have standard colors or can be tinted in any color from the RAL color chart. The
standard model is woodgrain (orange peel) but, on request, we can also produce the smooth version.

Sectional garage door:

Rolling shutter type garage door:

A Termo Express sectional door allows you to save space and save
energy. Not insigniﬁcant advantages! With a sectional door, you
beneﬁt from maximum clear passage height and reduced space
under the ceiling.

Its simplicity is its charm: like a rolling shutter, the slats roll up in a
closed aluminum box for reinforced protection. This system frees
the space under the ceiling as well as the lateral space inside,
without any overﬂow to the outside.

ź cassette model or linear model;

ź with insulated aluminum slats 77 mm wide by 18.5 mm thick,

ź 40 mm steel panel 0.45 ﬁlled with polyurethane foam, corrosion
ź
ź
ź
ź

resistant;
equipped with seals that prevent water penetration and provide
superior thermal insulation;
BFT Italy motorization for garage doors;
2 transmitters;
manual release in case of power failure - 0.51 W/m2K, 25 dB;

ź
ź
ź
ź
ź

ﬁlled with efe-free polyurethane foam;
weight: 6 kg/ square meter;
aluminum guides 90 mm wide;
70 mm diameter galvanized steel winding shaft;
box 300 mm high;
BFT 230 V tubular motor.

It is the ideal solution for garages on the side of the road or those of
small dimensions.

ALUMINUM GATES
Auto access gates, gates and fencing represent the ﬁrst contact with those
who come to visit or simply pass by in front of your house.

TermoExpress oﬀers you a system of gates and fences in aluminum or iron
structured in 4 ranges that adapt to diﬀerent styles of houses or
architectures.

Aluminum gates and fences are painted in an electrostatic ﬁeld, a process
that gives durability to the chosen ﬁnishes and a special appearance.

• Sliding gates
• Swing gates
• Hinged gates

With manual or BFT motorized operation, our gates can be painted in any
color from the RAL color chart and can also be executed according to your
preferences and conﬁgurations.

WITH US, ANY PROJECT
BECOMES REALITY!
With over a decade of door manufacturing experience, the Termo Express team
can now create any type of front door. The latest technologies allow us to
customize each project individually according to your requirements and your
concept. We treat each project with the utmost seriousness and only use top
quality international certiﬁcates. 'Entrance. The latest technologies allow us to
customize each project individually according to your requirements and your

Achievable dimensions
4Height: from 2000 to 2500 mm
4Width: from 850 to 1250 mm
4Door frame: 80 mm
4Threshold: 20 mm

Standard security
4RC2 5-point lock
4cylinders with 5 keys
43/4 cylindrical hinges
4Inside/outside handle

Options
4Motor able to open
and close the door
4Fingerprint reader
4Bluetooth/PIN reader
4Day / night function
4RC2 7-point lock

Thermal performance:
Glazing grip up to: 64 mm
Thermal insulation:
Max. 0.8 (W/m²K)
Soundprooﬁng:
up to Rw=40dB
Wind resistance: (
EN 12210:2000): Class V*C4
Air permeability:
(EN 12207:2000): Class A*4
Water tightness:
(EN 12208:2000): Class E*E6A
Open close:
(EN 1191:2000): 1,000,000

Colors - Aluminum
Standard lacquers - RAL card
Textured lacquers
Marbled lacquers
Metallic lacquers
Wood tone lacquers
Anodized 13 colors

PANEL STRUCTURE ›

ADHESIVE

POLYSTYRENE

POWDER COATING
(applied electrostatically)

SHEET METAL
ALUMINUM
3mm

POWDER COATING
Covering metal surfaces with powder paints is the ideal solution for protection and ﬁnishing thanks to its economic and ecological advantages and, very importantly,
with an extremely reduced impact on health. Electrostatic painting is a superior and environmentally friendly technology that allows powder coating to be applied to
metal surfaces which are then heat treated, giving them long-lasting resistance to wear and abrasion. In this application process, no hazardous chemical materials are
used, powder coatings have a very low content of volatile organic compounds (VOCs) and are not harmful to health. The quality of the painting is guaranteed by the
certiﬁcates of maximum quality in the European environment: QUALICOAT - SEASIDE Y QUALIDECO, which certify and guarantee the whole process.

SIDE PART / transom

SHAPES: GIVE FREE REASON TO YOUR DESIRES
Many shapes available to measure, allow the realization of joinery in new construction or rehabilitation.

SC TermoExpress Trading SRL, Cluj, Romania
DN1-E60 Km 488+300, Florești 407280
Telephone (+40) 371 38 40 50
Email: contact@termoexpress.com

https://www.termoexpress.com

